
ESRI StreetMap Premium North America 

NAVTEQ 2009 Release 2 

Supported Operating Systems 

Supported Operating System  
Minimum 

Version  

Maximum 

Version  
Limitations  

Windows 2003 (32 bit) Server 

Standard  
SP2  SP2  

ArcGIS Server for Java 

not supported.  

Windows 2008 (64 bit (EM64T)) 

Server Standard & Enterprise  
      

Windows 2008 (32 bit) Server 

Standard  
    

ArcGIS Server for Java 

not supported.  

Windows 2002 (32 bit) XP  SP2  SP2  
ArcGIS Server for Java 

not supported.  

Hardware Requirements 

  StreetMap Premium  

CPU Speed  Recommended same as ArcGIS Software using product.  

Processor  Recommended same as ArcGIS Software using product.   

Memory/RAM  Recommended same as ArcGIS Software using product.   

Display Properties  Recommended same as ArcGIS Software using product.   

Screen Resolution  Recommended same as ArcGIS Software using product.  

Swap Space  Recommended same as ArcGIS Software using product.   

Disk Space  6.97 GB  

Networking Hardware  Recommended same as ArcGIS Software using product.   

Video/Graphics Adapter  Recommended same as ArcGIS Software using product.   

Media Player  DVD-ROM drive is required to install this data product.  

For more information on ArcGIS Server requirements, click here. 

For more information on ArcGIS Desktop requirements, click here. 

Software Requirements 

To use ESRI StreetMap Premium with ArcGIS software, use the table below. 

ArcGIS Software  Version  



ArcGIS Server for the Microsoft .NET Framework   9.3 SP1   

ArcGIS Desktop  9.3 or higher  

 

 

 


